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ATD
Winter	
Traction

MegaMile 	ATD	is	a	drive	axle	retread	with	good	snow	and	wet	traction	for	use	on	line	haul	and
regional	applications.

POSITION

Drive

APPLICATION

Regional	 /	 Line	Haul	 /	 Urban

®

SPECIFICATIONS Radial	Only

BENEFITS	AND	FEATURES

SIZE BASE	WIDTH TREAD	DEPTH

mm std. mm in. mm in.

210 8.5N 210 8.27 20	mm 25/32

220 9 220 8.66 20	mm 25/32

230 9.5 230 9.06 20	mm 25/32

240 10.5 240 9.45 20	mm 25/32

250 12 250 9.84 20	mm 25/32

For	size	250	mm	-	Recommended	for	speeds	less	than	65	mph.

FITMENTS Axle	position	indicated	by	" "

BEVERAGE	TRUCK SINGLE	AXLE	PICK	UP
AND	DELIVERY

SINGLE	AXLE	TRACTOR SNOW	PLOW TANDEM	AXLE	PICK
UP	AND	DELIVERY

TRACTOR	TRAILER

Directional	design	utilizes	wide	sipes	for	reduced
hydroplaning	in	wet	and	sloppy	conditions.•
Remarkable	loose	soil	and	heavy	snow	traction.•
Recommended	for	severe	weather	applications.•


